
At Granutech-Saturn Systems Grand Prairie, Texas facility, the latest in manufacturing and assembly
technologies are teamed up with an intangible: the commitment to excellence inherent in the MAC
manufacturing workforce. The result of this pairing is the industry’s highest level of performance and reliability.

Equipment performance begins with, and is linked to, equipment design. MAC Corporation’s design engineers
use the latest available technology and a thorough knowledge of materials to ensure that every MAC unit
provides maximum performance and durability.

Product modifications to suit individual conditions are frequently incorporated into existing crusher, baler and
logger designs, thereby making custom solutions to specific problems readily available.

SPECIFICATIONS

ENGINE: ELECTRICAL:
166HP John Deere Diesel Engine Heavy Duty 24 Volt Battery
Rear Mounted for Easier Maintenance Access Solenoid Controlled Hydraulic Functions

All Solenoids and Control Boxes are Sealed Water Tight
HYDRAULICS SYSTEM:
Triple Pump (Logger) 168 GPM at 2500 RPM BALING CHAMBER:
Filtration: Kidney Loop 5 Micron Filtration Dimensions – 70” W x 90” D x 192” L

Lower Baling Chamber Allowing Better Operator Visibility
Multiple Relief Protection at 2800 PSI
Operating Pressure 2500 to 2800 PSI BALE SIZE:
Lid Cylinders:    (4)  9” Bore x 28” Stroke 36” W x 24” H x Variable Length

         6” Chrome Rods Bale Density: 30 – 80 lbs. Per Cu. Ft.
Ram Cylinders:    (1)  12” Bore x 129” Stroke

         9” Chrome Rod HEIGHT: WEIGHT:
13’ 6” 85,000 lbs.

REAR AXLE:
Tri-axle with 11:00 x 22.5 Tubeless Tires PRODUCTION:

20-30 Bale Per Hour – 100% efficiency
CAPACITIES: 35-40 pounds per cubic foot average
Fuel: 100 gallons
Hydraulic: 300 gallons

CRANE:
Large Modern Crane Cab – 34” x 51” Granutech-Saturn Systems Corporation
¨  AC/Heater 201 E. Shady Grove Rd.
¨  Joy Stick Controls Grand Prairie, TX  75050
¨  Fully Adjustable Seat Phone: 972-790-7800
¨  25’8” Reach Toll-Free: 877-582-7800
¨  10,000 Pounds Lifting Capacity at 10’ Reach Fax: 972-790-8733
¨  555º Rotation Visit our website – www.granutech.com



FEATURES:
¨  LOW MAINTENANCE
¨  555º CRANE ROTATION
¨  THROTTLE INSIDE CAB
¨  ADJUSTABLE DENSITY (LOG OR BALE) INSIDE CAB
¨  FULLY PORTABLE
¨  FOUR CORNER HYDRAULIC OUTRIGGERS FOR STABILITY
¨  ONE MAN OPERATION
¨  HIGH VISIBILITY OPERATOR’S STATION
¨  FULLY AUTO CYCLE (DOORS CLOSE-RAM IN & OUT-DOORS OPEN)


